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Applications:

Microphone cables for sound reproduction.
Characteristics:
Conductors:
Cond. Insulation: Compact PE

O.F.C. red copper

Core colours: White, Yellow, Red, Green
Waste filler between conductors

Shield: Braided covering 60%
O.F.C. red copper
Sheath: PVC
Sheath colour:  Black
Conductor Capacity Capacity
Resistance Core/core Core/shield
Q/Km + 5% pF/mt pF/mt
90 66 113
90 59 103
90 59 106
Max rated Operative
Voltage Temperature
AC-V °C
49 -15/+470
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Applications:

Special flat pair cable, more flexible and
divisible, suitable for the realization of
professional audio-balanced assembly.
Characteristics:

Conductors: O.F.C. red copper

Cond. Insulation: Compact XLPE
Pair colours: White-Red
White-Blue

Drain wire:

O.F.C. tinned copper
Shield:

Spiral covering 100%
O.F.C. red copper

Sheath: PVC
Sheath colour:  Blue-night
90 75 160
Max rated Operative
Voltage Temperature
AC-V °C
49 -15/+470
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Applications:

Flexible pair audio QUAD cable for sound

reproduction.
Characteristics:

Conductors: O.F.C. red copper
Cond. Insulation: Compact XLPE

Pair colours:

Trasparent-Red

Transparent-Yellow
Total taping in unweaved polyester

Drain wire: O.F.C. tinned copper
Shield: Braided covering 95%
O.F.C. tinned copper
Sheath: PVC
Sheath colour:  Blue-night
90 65 150
Max rated Operative
Voltage Temperature
AC-V °C
49 -15/+70




